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Pulse propagation phenomena are central to ultrashort pulse
generation and amplification in lasers1–5. In the coherent
regime, the phase relationship between the pulse and the
material transition is preserved, allowing both optical fields
and material states to be controlled6. The most prominent
form of coherent manipulation is Rabi flopping7, a phenomenon
well established in few-level absorbers, including atoms and
single quantum dots8–19. However, Rabi flopping is generally
much weaker in semiconductors because of strong dephasing
in the electronic bands, in contrast to discrete-level systems.
Although low-density induced coherent oscillations have been
observed in semiconductor absorbers11,13–20, coherent pulse
propagation phenomena in active semiconductor devices have
not been observed. In this Letter, we explore coherent pulse
propagation in an operating quantum cascade laser and directly
observe Rabi flopping and coherent pulse reshaping. This work
demonstrates the applicability of few-level models for quantum
cascade lasers and may stimulate novel approaches to short
pulse generation21,22.

In the coherent light–matter interaction regime, an ultrashort
pulse (a pulse with a duration shorter than the dephasing time) inci-
dent on a two-level absorber can drive coherent Rabi oscillations of
the population if the pulse area is on the order of or greater than p.
If the absorbing medium is optically thick, coherent interaction
leads to pulse reshaping and the McCall–Hahn area theorem23.
The interaction strength is characterized by the Rabi flopping fre-
quency VR, which is linearly proportional to the dipole moment
and the electric field strength24. Rabi oscillation relies on the coher-
ent interaction of a pulse with an appropriately narrow optical res-
onance, that is, when VR exceeds the dephasing rate of the
transition24. In semiconductors, therefore, Rabi flopping is usually
hindered due to the lack of a narrow resonance for interband tran-
sitions (due to the opposite curvature of the electronic bands), or to
excitation-induced phase-breaking processes on excitonic tran-
sitions, which can occur on subpicosecond timescales, several
orders of magnitude shorter than in typical atomic systems17. For
these reasons, although there have been predictions of Rabi oscil-
lations in semiconductor amplifiers4, to date there have been no
time-resolved reports of coherent pulse propagation and reshaping.

Intersubband transitions in semiconductor quantum hetero-
structures, on the other hand, have parallel subbands and therefore
behave quite similarly to discrete-level systems. In addition, inter-
subband transitions afford the possibility of engineering very high
dipole moments25, thus providing a promising laboratory for the
study of coherent interactions. Recent studies of quantum cascade

lasers (QCLs) exhibiting coherent instabilities have suggested the
possibility of population modulations, manifested as sidebands in
the output spectrum that scale linearly with the intracavity optical
field5. The population dynamics, however, is in a small-signal
regime with modulation of a few percent. These observations have
motivated the use of direct time-resolved techniques to explore
the large-signal dynamics of Rabi flopping and its impact on coher-
ent pulse propagation phenomena.

Our approach to the problem is tomeasure the time evolution of the
transient laser output following ultrashort resonant pulse injection into
an operating QCL26 (see Methods). The low-temperature L–I charac-
teristic of the QCL is shown in Fig. 1a. This QCL shows significant
spectral broadening above threshold, stemming from multimode
instabilities such as spatial hole burning and the Risken–
Nummedal–Graham–Haken instability5. A schematic of our exper-
iment is shown in Fig. 1b, in which a femtosecond Ti:Sapphire laser
system (Coherent RegA) is used to generate mid-infrared (mid-IR)
pulses through optical parametric amplification (OPA) and difference
frequency generation (DFG)26. The OPA/DFG system is tuned so that
the pulse spectrum overlaps the QCL gain transition. As shown in
Fig. 1c, the bandwidth of the mid-IR pulse (red) is larger than the
QCL lasing spectrum (blue), and is almost as broad as the electrolumi-
nescence (EL) spectrum(black) of theQC structure. The 150-fsmid-IR
pulses are injected into the QCL waveguide, and the light exiting the
end facet after traversing the cavity is collected and focused into a non-
linear KTA(KTiOAsO4) crystal together with 120-fs 800-nm probe
pulses from the Ti:Sapphire amplifier. The sum frequency of the
QCLoutput and the 800-nmprobe pulse is detected using a photomul-
tiplier tube (PMT), and the time delay between the probe and mid-IR
pulses is varied to give the complete time evolution of the QCL output
before, during and after pulse injection. Figure 1d shows a typical cross-
correlation of the probe and QCL output following pump-pulse injec-
tion. A time-zero reference is provided by cross-correlation of a portion
of themid-IRpulse not coupled into theQCL. A pulse coupled into the
QCL arrives at a time corresponding to a transit delay through the
cavity. Subsequent pulses are observed at delays corresponding to
integer numbers of roundtrips.

The main experimental observations are presented in Fig. 2 for
injected pulse areas Qin of approximately p, 2p and 3p (see
Methods). At negative delay before pulse injection, the upconverted
signal is constant, as the QCL is biased above threshold. The injected
pulse shows some broadening due to dispersion26 at a low Qin of p
(Fig. 2a). As Qin increases, the pulse peak advances to earlier time-
points; for 2p this advance in time is 38 fs (Fig. 2b), becoming as
large as 81 fs for Qin approaching 3p (Fig. 2c). The pulse is also
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reshaped, with indications of the onset of pulse breakup. In Fig. 2g, the
signal scale is expanded to investigate the effect of gain saturation in
more detail. Following the pulse, it can be clearly seen that the laser
intensity is suppressed by as much as �60% (compared to the lasing
intensity before the pulse) when Qin is p (black curve) and 2p (red
curve); this is due to saturation of the gain by the injected pulse. The
QCL output recovers to its steady-state level with a time constant of
�1 ps, close to the gain recovery time due to transport in the QCL27.

The key observation, however, is that when Qin approaches 3p,
there is no significant saturation of the lasing intensity (blue curve

in Fig. 2g). In other words, for this pulse area, there is no apparent
reduction in gain following the injected pulse. This is directly analo-
gous to the reduction in absorption of a pulse propagating in an
absorbing medium as the area approaches 2p, leading to self-
induced transparency23. Whereas incoherent saturation of the gain
would lead to gain saturation increasing monotonically with pulse
area, the signature of coherent pulse propagation and Rabi flopping
is the coherent re-establishment of the gain by the trailing edge of the
pulse. Of course, one would intuitively expect the coherent re-estab-
lishment of the gain to occur in a two-level system for a pulse area
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Figure 1 | Experimental scheme. a, Low-temperature light versus current (L–I) characteristics (at 30 K) of the QCL used in this study. The c.w. emission

spectra are shown in the inset, from below threshold to above threshold. The spectrum taken for this measurement is shown as a thick blue curve (1.5 times

above threshold is marked as a blue dot in the L–I curve). b, Schematic set-up of the ultrafast time-resolved cross-correlation measurement using a 250-kHz

Ti:Sapphire regenerative amplifier laser system. The mid-IR pulses are generated via optical parametric amplification (OPA) and difference frequency

generation (DFG). The sum-frequency signal of the QCL output and an 800-nm pulse is detected using a photomultiplier tube (PMT). Xtal is nonlinear KTA

crystal. c, Normalized mid-IR pulse and QCL lasing spectrum with an electroluminescence (EL) spectrum of the QC structure, taken from the same wafer

(D3281). A Lorentzian fit to this EL yields a dephasing rate 1/T ′
2 of 0.08 ps21 (as discussed in ref. 26). d, Typical cross-correlation signal when the QCL is

biased near threshold. An uncoupled mid-IR pulse (for example, through the QCL waveguide cladding) is used as a reference time-zero delay. Once the pulse

is coupled, the propagating pulse experiences a transit delay and several roundtrip delays. In this work, we focus on the dynamics at the transit delay. The

estimated coupling efficiency is �0.2%, from a measured mid-IR pulse spot diameter of 70mm and QCL facet area of 7.5mm× 1mm. All measurements

were performed at a QCL bias of 1.5 times above threshold and at a cold finger temperature of 30 K.
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of 2p. Hence, to understand the experimental results quantitatively, it
is necessary to develop a realistic model of the pulse propagation,
incorporating dephasing and the three-level nature of the QCL system.

The Maxwell–Bloch equations provide a framework for model-
ling the coherent interaction of short pulses and few-level systems,
including the effects of propagation on pulse evolution1. Although
a two-level model may be sufficient to demonstrate the observed
behaviour qualitatively, it has been well established by the design
and characterization of the QCL under consideration (and by our pre-
vious time-resolved gain dynamics experiments28) that it operates as a
three-level system. The three-level Maxwell–Bloch equations in the
slowly varying envelope approximation are given as29

∂th = i
2

r3 − r2
( )

E − h

T ′
2

∂tr3 = l+ i
2

E∗h− h∗E
( )

− r3
T32

∂tr2 = − i
2

E∗h− h∗E
( )

− r2
T21

+ r3
T32

∂tr1 = −l+ r2
T21

n
c
∂tE + ∂zE = − ivNd2

h− 10cn
h− lloss

2
E

where E and h are the envelope of the electric field and the polariz-
ation, r3, r2 and r1 are the occupation probabilities of each level, d is
the dipole matrix element (1.6e nm, calculated) and lloss is the effec-
tive cavity loss (4 cm21, assumed). T32 and T21 are the lifetimes of
level 3 (1 ps, assumed) and level 2 (0.2 ps, assumed), T ′

2 is the
dephasing time (0.08 ps, measured26) and l is a pumping term
(1.5 times above threshold). N and n are the electron density and
refractive index (3.5, assumed).

The numerical simulation results using these Maxwell–Bloch
equations are presented in Fig. 2 (‘Theory’) and are directly compared
with the experimental results. For the envelopes of the propagated
pulses (Fig. 2d–f), the advance of the pulse maxima agrees very
well with experimental findings. The reshaping of the pulse envelope
is also clearly visible whenQin approaches 3p (blue arrow in Fig. 2f).

The experimentally observed suppression of laser intensity
immediately following pulse injection (Fig. 2g) is qualitatively
reflected in the simulations (Fig. 2h,i). There is a consistent trend
in which the magnitude of the laser suppression increases as Qin
increases from p to 2p, and becomes weaker when Qin is 3p, in
agreement with experiment. The precise amount of suppression
after pulse injection as a function of Qin strongly depends on the
dephasing time T ′

2 used in the model. Figure 2h and i shows
results comparing T ′

2 of 80 and 160 fs. Clearly, for longer T ′
2, excel-

lent agreement between theory and experiment can be obtained; the
measured EL spectrum may be broader than the expected T ′

2 of
160 fs due to inhomogeneous broadening.

By examining the results of the simulation for the population
inversion and polarization between levels 3 and 2, we can gain con-
siderable insight into the coherent interaction of the gain medium
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Figure 2 | Pulse envelope and lasing dynamics. a, For an injected pulse area Qin of p (the corresponding mid-IR pulse intensity in the QCL is

�4.6× 107 Wcm22), no discernable time shift or envelope distortion are observed. b, When Qin increases to 2p (�1.6× 108 Wcm22), the peak

envelope is shifted to an earlier time, with some pulse reshaping. c, Further increasing Qin towards 3p (�3.4× 108 Wcm22) results in a significant time shift

and envelope distortion (blue arrow). For direct comparison, all curves are plotted versus the coupled-pulse delay; the transit delay (t0) is subtracted from

the 800-nm probe delay time (t). d, Maxwell–Bloch simulation results for Qin is p. e, Increasing Qin to 2p results in a time advance of the envelope peak.

f, When Qin reaches 3p, both the time advance of the envelope peak and a significantly distorted pulse envelope (blue arrow) are clearly visible.

g, Measured lasing dynamics when Qin is p (black), 2p (red) and 3p (blue). h,i, Simulated lasing dynamics when Qin is p (black), 2p (red) and 3p (blue),

with T ′
2 equal to 80 fs (h) and 160 fs (i). All curves shown in Fig. 2 are normalized to the QCL steady-state lasing intensity, and the simulation results are

convolved with a 150-fs-long Gaussian pulse.
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and the propagating pulse. Figure 3 shows the calculated inversion
and polarization, as well as a schematic of the corresponding
Bloch vector. It should be noted that the length of the Bloch
vector is not conserved and the tipping angle does not correspond
directly to the pulse area as in a closed two-level system, because
levels 3 and 2 are coupled to level 1 through relaxation. The Bloch
vector initially points ‘north’, but with a small nonzero steady-
state polarization due to the continuous-wave (c.w.) QCL field. (In
general, the phase of the oscillating QCL field will be random
with respect to that of the injected pulse, so for simplicity we
show only one possible initial phase. In principle one would have
to average over all possible phases, but this does not lead to a signifi-
cant change in the observed dynamics.) Note that Qin refers to the
pulse area inside the input end of the QCL. The injected pulse
suffers a net linear attenuation during propagation of a factor of
�4, because it cannot extract enough gain from the QCL to over-
come waveguide losses.

For small Qin (up to about p), the population inversion saturates
with the integral of the envelope of the arriving pulse, and recovers
after the pulse departs (Fig. 3a) due to electronic transport coupled
to level 1. The inversion is driven slightly negative by the pulse, but
there is almost no coherent recovery of the gain in the trailing edge
of the pulse, and the gain recovery is relatively long due to T32. The
corresponding Bloch vector motion (Fig. 3c) is a rotation to
the south followed by a slower recovery back to its original steady-
state position as the QCL population inversion returns to equilibrium.

For Qin¼ 3p, the inversion is driven to strongly negative values
by the leading edge of the pump pulse, reaching a minimum at the
pulse peak (Fig. 3g). At the same time, the polarization is driven to

zero (Fig. 3h), so the Bloch vector points straight towards the south
at the peak of the pulse (Fig. 3i). During the trailing half of the pulse,
the inversion coherently recovers towards its initial value, and the
polarization is negative, indicating that the Bloch vector continues
to rotate in the same direction towards the north. This coherent
recovery of the gain due to the phase shift between the incident
pulse and the polarization is precisely analogous to the process
leading to self-induced transparency in absorbing media23.
Because the gain is almost fully restored by the coherent interaction
of the pulse and the medium, the QCL output following the pulse is
almost unaffected by the passage of the pulse (Fig. 2g, blue). Because
the rising edge of the pulse sees gain, while the trailing edge is
absorbed, the pulse peak shifts to earlier times4, as can be observed
in Fig. 2c,f. ForQin¼ 2p (Fig. 3d–f), the behaviour lies intermediate
between the predominantly incoherent response observed forQin¼p

and the almost fully coherent behaviour for Qin¼ 3p.
It is important to note that, due to the aforementioned losses, the

pulse area decreases by nearly a factor of two in propagating along
the length of the cavity. Hence, for an input area of 3p, the output
area is close to 1.5p; this explains why the observed maximum
coherent gain recovery occurs for an input area of 3p instead of
2p; the observed recovery is the result of averaging over the
length of the waveguide. This was verified by examining the simu-
lated population behaviour at the input end of the QCL, where a
full Bloch vector rotation is found for the expected area of 2p.

In summary, these experiments provide compelling evidence that
coherent Rabi oscillation of the gain can be observed in an operating
QCL, with very large modulation of the gain and significant propa-
gation-induced coherent reshaping of the pulse. Although the
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observed dynamics may be reproduced qualitatively by a two-level
model, we have found good quantitative agreement of the QCL
output and pulse intensity using the three-level Maxwell–Bloch
equations. Looking to the future, it is interesting to note that the
fluence of a few-p pulse can be comparable to the fluence corre-
sponding to one roundtrip of a c.w. QCL, suggesting that coherent
pulse propagation could play a role in mode-locking21,22,30 or other
schemes for pulse generation.

Methods
QCL. As discussed in ref. 26, the active region of the QCL (D3281) was based on a
so-called ‘bound-to-continuum’ design grown by metal–organic vapour-phase
epitaxy. Strained In0.6Ga0.4As/In0.44Al0.56As layers were deposited at a slow rate
(0.1 nm s21), and the doping in the injector region was kept low to limit waveguide
losses. The waveguide consisted of two low-doped InGaAs layers (thickness, 300 nm;
doping, 3× 1016 cm23) and two InP cladding layers (thickness, 3 mm; doping,
1× 1017 cm23) surrounding the 30 QCL stacks comprising the waveguide core.
A highly doped InP cap layer (thickness, 0.5 mm; doping, 1× 1019 cm23) was grown
to decouple the optical mode from the lossy metal contacts. The QCL device was a
buried heterostructure laser with Fe-doped InP regrown on the side of the ridge. The
ridge width of the studied QCL was 7.5 mm and its length �3.7 mm.

Pulse area in the QCL. The injected pulse intensity into the QCL (and the
corresponding pulse area Qin) was estimated using the following steps. The
measured input mid-IR pulse intensity Iin was used to estimate the output mid-IR
pulse intensity Iout by taking into account the following series of losses: coupling
efficiency hc of 0.2%, QCL reflection loss lr of 31%, effective waveguide loss lloss of
4 cm21, QCL transmission loss lt of 69%, cryostat window loss lc of 3% (×2) and
collection efficiency loss lce of 50%. Iout was then estimated by comparing the
measured cross-correlation ratio to the QCL lasing intensity. Finally, the injected
pulse intensity into the QCL was used as an initial condition for the Maxwell–Bloch
equations (with a loss lloss of 4 cm

21), and the simulation result was compared to the
measured Iout. The maximum difference in the estimated Qin at each step was less
than+0.2p.
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